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_________________________________________ 1 INTRODUCTION o

This work plan has been prepared for cortinuing groundwater monitoring at the Boeing Realty -~
- Corporation’s: (BRC) Former C-6 Facility (Site) in Los Angeles, California- (Frgure 1) A
: “total of 44 groundwater monitoring events have beén performed sirice 1987.. Three o
e -momtol-lng events are p]anned for 2005 lnCludlng S .

= _ A Site-wide annual event in March FERET :

. A plume boundary. speerfrc semi-annual rnonrtorrng event in September and

g w A quarterly sampling -event in Deceniber of 2005 of 8 new groundwater momtorrng |
B P o wells scheduled to be installed by September of 2005: " .

: ehemreals that will be analyzed during each event. _ThlS sarnphng_prograrn is in-addition to

- the groundwater monitoring program being performed under the generdl Waste Discharge
S . Requirements (WDRs), Order No. R4:2002-0030: Series 007 for the Site groundwater
- - bioremediation program. Results from the WDR monitoring program will be presented in
-separate reports. The following sectionsof this work plan, present the-Site: baekground the

L proposed groundwater monrtorrng program; and reporting. .
""""""""""" U e T e T
________________ L1 'slte'-(;éaiagy ' e
::::::::::::::_: e The Site is Tocated on the Toriance Plain phy'sib'graphie_area of t'he.W'e'st'C"'oa'st.Ba.s'in.':'_..

- ‘Groundwater monitoring wells and soil borings-drilled at-the:Site have enicountered.
the Lakewood Formation, consisting of two major Hydrostratigraphic Units: the

RS . Bellflower Aquitard and the Gage Aquifer. Groundwater monitoring wells at the Site -

B o have only been installed within the Bellflower Aquitard, which extends to-adéepth of
RORTE SRR ~approximately 140 feet below ground surface (bgs). Thetop 20 to 50 feet-of the
e U Bellflower Aquitard below the Site consists of fine-grained soils {predominantly fine: -

'sands, silts, and:clays) which thicken to the east. -A-sandy zone that dips downward:
. to-the east underlies the fine-grained soils. ' The sandy zone'is generally 80 to: 100 feet
_ thick and contains discontinuous layers of fine-grained sediment that also dip - B
" downward to the easi. The sandy unit is underlarn by’ another fine- grarned zone at -
o -depths of approxrmately 110 to 140 feet bgs : :

L2 -'-SlteHydrogeology L

' _Groundwater eondrtrons at the Srte are reasonably understood from previous
. investigations and grounidwater monitoring events (Kennedy/Jenks Consultants, 2000a, - -
. and England Geosystem/Haley and Aldrich; Inc., 2001, and Haley and Aldrich S
- -2002a). Groundwater at the:Siteis located in sediments-of the Bellflower Aquitard, . '
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T PRI o which has two sub- units, the Middle Bellflower Aquitard and the Lower Bellflower
S Aquitard. The uppermost groundwater appears to be under water table conditions;: at _'
R R R RTTIE IR depths of 60:to 70:feet bgs. Most of the-Site: groundwater monitoring wells are _

screened near the water table at depths ranging from 55 to 90 feet bgs.” Two deeper
wells, WCC-1D and WCC-3D, were screened:in a deeper zone at approxnnately 115+
to 140 feet bgs and have since been abandoned

_ '.the Lower Bellﬂower Aqurtard {LBF): (Poland and others; 1959 and Departrnent of
. Watér Resources [DWR], 1961) aré described bBelow:. RN o .

- ----------------------------- '_ ~The Mrddle Bellﬂower Aqurtard isa massive, lrght yellowrsh brown frne to rnedrurn oL

I ERIRIR I, -+ sand with local silt and clay zones. A fine-grained silt and clay layer, referred to as
L o o ke Middle Béllflower mud (MBEMY, locally interrupts this sand.  Where divided, the

- S top-sand subuniits-are teferred to as: the B-Sand. (MBFB) ‘the bottom: sand subunits as

“the C-Sand (MBFC) o SUTRT T . SRISTHUS :

DTSR e : RN, _ The B-Sand is found at an approxrmate depth of 60 to 72 feet bgs at thie Site, and is
e . <0 generally from 25 to 40 feet thick. The B-Sand predominantly consists of interbedded -
S fine sands and silts. - Groundwater flow within the B-Sand is predornrnantly to the

- south, wrth an approxnnate gradient of O 001 ft!ft

PR e . The upp'e'r'rnost" g‘roundwater it the Site oecurs within the B-Sand at depths of 60 to 70
B R . feet bgs. Most of the groundwater monitoring wells at the- Site are completed within -
sl - the B-Sand. Groundwater rnonrtorrng well eornpletron information is sumimarized in .
- -TableI = RRRIRIEE ISR . TP TP

. The MBEM.is drseontrnuous in‘the Srte ared, and eornprrsed of larnrnated srlts
‘laminated clays, and very fine-sands. - Thickness of the'MBFM ranges from :
- ‘approximately 3 to 13 feet. The MBFM ‘thins and appears to be -absent in the northern
: portronoftheSrte L

The C- Sand is found at an approxrrnate depth of 97 to 107 feet bgs ait the Srte and
extends to a depth of up to approximately 125 feet bgs.” The C-Sand predominantly-
- consists of interbedded medium-to-fine sands. Groundwater flow within the C-Sand
s reported to be to the southeast (Kennedy Jenks Consultants, 2000b). - '

.. 114 to 150 feet bgs and ranges-in: threkness frorn 10 to 25 feet: The LBF separates
_the Bellflower sands. from the underlying Gage Aquifer. The Gage Aquifer in the Site
. vicinity is predominantly sand and ranges in thickness from 4 to 78 feet-thick.  No
'.-groundwater monrtorrng wells are screened i in the LBF or Gage Aqurfer at the Srte
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1.2 Historical Groundwater Monitoring Events 00000000000
------------------------------------------- Groundwater informmation at the: Srte 18 provrded by four primary sources:

________________________________________ m - Groundwater rnonrtorlng wells 1nsta11ed at'the Srte by BRC and its predecessors S
[REREEEE TP RTEEEEEEERPEI PR PR RS R '.(preflxes lnclude WCC TMW CMW MWB ‘and MWC)

m. - Groundwater momtorrng wells. 1nsta11ed on the Site by Interriational Light Metals
~ - (ILM) for investigations at ILM (prefrxes DACand BL};

L Groundwater monitoring wells installed on the Site by Montrose Chemrcal
T [ Corporation (Montrose) for investigations at Montrose {prefix XMW) and. -
m  Bioremediation groundwater momtorrng wells installed on the Site by BRC (prefrxes : _
- _IRZ) ..... S Sl R IELINEE _...:::::::::: '
 Grouridwater 1nves't1'gatrons began in early 1987 with the installation ‘of groundwater :::::::::- o
"""""""""""""""" .. monitoring well WCC-1S. - A total of 55 groundwater monitoring wells-have since been o
R R RRRRIEER "~ installed at the Site. Twenty-four of these groundwater monitoring wells have been - o

. -abandoned as a result of redevelopment activities.  Three of these 24 wells (TMW- 01 TMW
- 02 and. TMW 09) 'were abandoned: durrng 2004 due to; redeveloprnent activifies. '

The long range groundwater Tmonitoring needs for the Site were outlrned inthe Srte Wide SRR
Groundwater Monitoring Work Plan (Haley and Aldrich, 2003). This work plan proposed the:
.. installation of seven additional B-Sand and seven C-Sand monitoring wells as re-development -
: ~ - access allowed. The LARWQUB approved this work plah on 28:May 2003. ‘Eight of these -
...................... - groundwater monitoring wells (i.e., MWBO012, MWBO013, MWB014, MWB019, MWCO15, S
L C T MWCO016, MWCO017 and MWC(21) were installed in the southern portion of the Site by the
EPUTAEI R ROV ER PN PPROON " end of 2004 (Figure 2). The six remaining proposed monitoring wells consist of three B-Sand -
R ' - and three C-Sand monitoring wells in the northern portion of the Site.. Two of the proposed -
L ST B-Sand wells (i.€., MWB007 and MWB(20), and the three: C-Sand thonitoring wells (i.e.,
SRR S MWC009, MWCUll and MWC022) will be installed during 2005, following redevelopment
.. of the north portion of the Site (Figure 3). Installation of the one remaining B-Sand ~ - A
"""""""" . monitoring well proposed in the Site-Wide Groundwater Monitoring Work Plan will be te- -
. evaluated-during 2005. In-addition to the groundwater monitoring wells proposed in the S
TR - Site-wide ‘Groundwater Monitoring Work Plan, three additional groundwater monitoring wells
RERRRRRRR Lo (e, MWB027, MWBO006, and MWBOZS) will be installed to replace monitoring wells
o TMW-01, TMW-02; and TMW-09, which were abandoned in 2004-du¢ to the. redeveloprnent 5
s S ~of the Site (Figure'3). There are:a total of 31 existing, and eight proposed groundwater
- monitoring wells to be installed at the Site by the end of 2005.. The existing, or proposed
- groundwater monitoting wells for the Site are shown on Figure 3. Actual and p"roposed
o - completion details for the 39 groundwater monitoring wells to be sampled in-2005 are -~
L S 1ncluded1nTable1 : : L, _ .

In addition to the 31 exrstrng, and erght proposed groundwater rnomtorrng wells at.the: Srte Sl _
gight IRZ bioremidiation groundwater rnonrtorrng were 1nsta11ed in the southern portron of the
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;Slte in 2003 to monitor the effectiveneSS of the IRZ. bioremediation program (Fig'u'r'e 2) One
5 MWCOZS) b1oremed1at1on momtorrng wells w1ll be 1nstalled in the northern port1on of the S1te
"""""""""""""""""""""""" 1n 2005 to monrtor the effectiveness of the broremedratron program (Frgure 3) '

Approx1rnately 44 groundwater momtonng events hdve taken place at’ the. Srte since
- ‘monitoring began in 1987 All of the groundwater monitoring wells were typically sampled -
- during each groundwater monitoring event, performed quarterly until 1997. In2000, the
- groundwater monitoring program was modified to two events per year, one full annual -
- monitorinig event, and ong semi-annual source area: rnon1tor1ng event (Kennedy Jenks
' Consultants, 2000b) :

" The most recetit annual groundwater momtorrng data were: eollected in March 2004 The :
associated report (Haley. and- Aldrreh Ini:, 2004) descrrbes a typreal annual momtorrng eveni o

- for the Site: O R P
SRR - - Twenty _four Site groundwater monitoring wells Were gauged purged and sampled
Sl S e Water sarnples WETE analyzed for Volatile Orgaric: Cornpounds (VOCs) by EPA
' . Method 8260B. : : e
. Quality Assuranee/Qualrty Control sarnples (duplreate samples trrp blanks and

B equrpment blanks [one per day]) were eollected and analyzed :
R ‘Results: of. the 2004 annual groundwater momtorrng are sumrnarrzed ii the Antiial - g
. Groundwater Monitoring Report (Haley -and Aldrich, Inc., 2004).  In general, groundwater
- conditions with respect to elevations, flow direction, and chemical conicentrations are similar =~ -
- 1o previous years: An in-situ bioremediation system with 149 IRZ injection wells; 8 IRZ
- bioremediation- monitoring wells were installed at the Site by the end of 2003.. An expansion
“of the bioremediation system will be installed in the northerri portion of the Site in'2005. .. '
- Significant redevelopment activities, consisting of construction of new buildings and. paved . -
~areas will dlso be performed during 2005. Based on the current Site conditions and.re- -
"~ development plans, the followrng sections present ‘the: proposed 2005 groundwater monrtorrng
program T o o | e

BOE-C6-0010693
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B Y 3. PROPOSED GROUNDWATER MONITORING PROGRAM

' ....................................... o ':_.-_'Annual Srte w1de monrtormg (March 2005) o - B ' :' o
~m - Semiannual phume boundary speerfre and e1ght new well momtorrng (September e
o 2005) and. . . ) e
] Quarterly monrtormg 'o'f e1ght new momtormg wells (December 2005) '

. " The above events are desorrbed in Seotrons 2.1, 2. 2, and 2. 3. General momtorrng o
ORTETR RSN . . considerations are described in Section 2.4. Details of the groundwater monitoring are _
" “described in Table 2, and Figures 2, 3, and 4. As stated previously, this monitoring is.in
addition to-the: WDR—specrfre groundwater monrtorrng bemg perfortiied at the Srte _

: 20 Annual Groundwater Monltorlng : g R, _

: The Site-wide annual morutorrng event will be performed in March. 2005 The routine S
R - groundwater monitoring program described in Section2.4.2 will be performed at 29.
' . -groundwater monitoting wells, as indicated.in Table:2. - Depth to groundwater will be -
" measured in 31 groundwater monrtormg wells:  Groundwater monitoring wells WCC-06S, _
- TMW-07 and TMW-08 may be capped below grade for protection during Site redevelopment el
-~ activities, and. thay not be available for the: March annual event: If available, groundwater ..
¢levation data collected from the IRZ bioremediation monitoring wells will also be utilized.
Groundwater samiples will be collected and analyzed for VOCs by EPA Method 8260B.
Dissolved oxygen (DO} and oxidation-reduction potential (ORP):parameters will also bie:

S [T - measured in the-field for wells according to Table 2. The monitoring’ methodology s
' presentedbelow1nSectron24 RPN

- If seléct wells caniiot bé accessed di to Site redevelopinent activities, they will be scheduled -
for gauging and sampling either during the semiannual event in September; or during the
- quartérly event in Decémbér. Groundwater monitoting well§ installed on the Site by
- Montrose and ILM wrll be: sampled through coordihation with their respeetrve envrronmental
- contractors. L _ S

' The semrannual “monitoring: event wrll be performed in September 2005 "The routine - .

- groundwater monitoring program, ‘described -in:Section 2.4.2, will be-performed at-a reduced . "~
number (14} of groundwater monitoring wells and will focus on the boundaries of the: _
groundwater plumes; as indicated in Table2 and shown on Figure 3). Depih o groundwaier

- will be measured in 39 groundwater monitoring wells listed in Table 2. The wellstobe 5
_ sampled in the reduced semiannual program were selected to monitor the boundaries of the -
- groundwater plume and down-gradient conditions, and to- provide the initial sampling of the -

BOE-C6-0010694
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----------------------------------------- collected during the semiannual event will be tested for VOCS by EPA Method 8260B (Table "
2). DO-and ORP parameters will also be:measured in the field for wells according to Table
_ __2 The: momtorrng methodology is presented below in Seetron 2 4 BRI e o

23 : Quarterly Groundwater Monltormg R R,

- As descrrbed in Section 1. 2, e1ght addrtronal groundwater morutorrng wells (1 e, MWB006
R AR TARI TR C - MWB007, MWC009, MWCO011, MWB020, MWC022, MWB027 and MWBG28) arc tobe:
- installed in the nofthern portion-of the Site-in 2005 (Figure 4).. When thése additional '
. monitoring wells.are installed, they will be included in the monitoring progiam.. It is -
'''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' - anticipated that these wells will be installed prior to the’September 2005 semiannual
g - groundwater monitoring event. The Site-Wide work plan requires that the new wells be
S . initially samipled following installation, and for three successive quarters. The first sanipling -
. event for these néw wells will be pérformed durifig the September 2005 semiannual sampling -
event; the second monitoring event will be performed during the December 2005 quarterly
~-sampling event:- The third and fourth-monitoring events for these new: wells will be - .
- performed during the March 2006 annual, and the JTune 2006 quarterly sampling events. The . -
-routine monitoring program-described. in Section 2.4.2 will be performed on the eight new

------------------------- : thonitoring wells 4s indicated in Table 2-and shown on.Figure 4. Groundwater samples will
------------- - becollected and analyzed for VOCs by EPA Method 8260B. - Dissclved oxygen (DOY and

' oxidation-reduction potential {ORP) parameters will also.be measured. in the field for wells -
: -aecordrng to Table 2 The ‘monitoring methodology is presented below in‘Section 2. 4

"""""" - - 24 Groundwater Monrtorlng Methodology RN
2.4 .-I-lealthandSafety S o
--:..:: o The work wrll be performed under a S1te speerfre' 'H'ealth and Safety Plan (HSP) o .

- accordance with the federal Occupational Safety and Health Act (OSHA): The
S o0 existing HSP for groundwater monitoring at the BRC Former C-6 Facility was -~ -
R T E L P :'p'repa'red on 8 Ju'ne 2001 'and 'updated by ad'deridu'm on'30 Oetober 2002 'and 1'2' --------- o

> BRC will not1fy the’ LARWQCB a minimum of one week prror to the start of
_groundwater monitoring events. The followrng activities will be performed: -

"_12422 WaterLevelGaugrng - """ o

Prror to sarnplrng each rnomtormg well depth to groundwater will be S
measured in each well to the nearest one-hundredth of a.foot using an
_ eleetroruc water level sounder. . Data from the well gaugmg will be recorded B

BOE-C6-0010695
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ol in the Well Gauging Data Sheet (Appendix A), as well as the Boeinig Data
“Management Plan (DMP) in an électronic form for upload to the project -~ g
....................................... o database (Boeing EDMS; 2001). Monitoring well vapor concentrations will
.......................................................................... U “be measured with a photo-ionization detector (PID) following the removal of -

- the well cap, and résults will be.recorded on:the Well Gauging Data Sheet.
- During the one. quarterly monitoring event (December 2005), only the eight
- new monitoring wells will be gauged. All of the existing Site monitoring -
wells will be gauged during the annual ahd semi-annual monitoring events in-
- March and September 2005 If concurrent water level data from the IRZ
- bioremediation monitoring wells are available; these data will also be 'utili‘zed
: _ ~-All of the groundwater monitoring wells will be gauged within a smgle 24-
''''''''''''''''''''''''''''''''''''''''''''''''''''' R -7 hour perrod with the same water-sounding tape.

- sampled in order of increasing _eoneentratron. The results from the last annual -
. monitoring event in. March 2004 and the semiarinual event performéd in
. September 2004 were used to détermine the sampling order for the: March
2005 event (Table ITy. The sampling order for the September 2005
'~ semiannoal sampling event will be based on the results of the March 2004
.- -annual event, and the sampling:order for.the December 2005 quarterly event
_ wrll be based on the resalts from the September 2005 semrannual event.

" Following well jgauging, each well will be purged by extracting a minimum of R
- three wetted well casing volumes of standing water with-a pump. “The depth. -
R S ~to water, temperature,; pH, and specific conductance will be measured and. -
L oo recorded periodically on a Groundwater Sampling Data Sheet (Appendix A)-
B S R - after each one-half wetted casing volume is purged from the well. . Purging.
- will be complete when a minimurm of thrée wetted casing volumes:have been
.- removed-and three consecutive measurements of specific-conductance; pH, -
- and temperatire dre within 10% of eachi-other.. If parameters do tiot stabilize - B
- after five casing volumhes, purging will be-complete.. Dedicated tubing will be .. -
- used for each well to minimize po'tential S'ampling equipment interference:

: '_'The intake of the submersible pump will be placed at-a depth as close to. the e
~ static watet level as possible (within 2-feet). The purge rate will not exceed 2 .
- ‘gallons per minute (gpm) for 4-inch diameter wells and 1 gpm for 2-inch '
diameter wells.  The water level will. be monitored during purging and the
purge raté will be adjusted so that the draw-down in the well is minimized (0~
prevent groundwater from cascading down the interior sidewalls of the well- -
'easmg ......... S R SO e

- '.Drssolved oxygen (DO) and oxidation’ reduetron potential (ORP) parameters )
. w111 also be measured in the freld in select wells as-per Table 2 These -~ IR

'BOE-C6-0010696
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T I e paramiters will be collected and recorded in accordance with the Standard L
_ -------------------------------------------------------------- Operating: Procedures for Measuting Natural Attenvation. Parameters (England. ------ S
' Geosystem and- Haley and Aldrich, 2001) L _

--------------------------------------- - After well purgtng parameters have stabrhzed ‘the pumping rate will be

BRI E R LI E T LRI E P TP IEP SR PIEPSEPIERL : decredsed to less than 0.1 gpm, and groundwater samples will be collected -

UPRREEIEERSERPETPPSTP PR PTR N R o - from the pump discharge in appropriate containers. Samples will be stored on. -
R - ice in a cooler and transported by courier to-a.California- certified analytical
T R _-laboratory for analysis under proper-chain-of-custody. Chain of custody _
' ' ; forms will be maintained throughout samplé collection and transport. An -
~‘example of the chain of custody formis provided in Appendix A.. The
“appropriate-chain of custody information will also be electronreally uploaded.

.- to the pl‘OjeCt database TR SRR :
S PRI Equ1pment used for well p purgmg and sampltng will be cleanéd. prior to and
' e _ - between groundwater monitoring wells with an- Alconox solution (or
"""""""""""""" Cooo .. gquivalent), then-double-rinsed with tap water and deionized or distilled water

- to reduce the potential for cross-contamiination. Well purge water and water -
- used to decontaminate equipment will be:stored in properly labeled, DOT 55-
" gallor drums and stored on-Site at-a location selected by BRC. The drums
will be properly rnanrfested and disposed of by BRC followrng reeerpt of =
'laboratory results. '

. L . o Groundwater analytical results w111 be reported on RWQCB Laboratory
S R - S Report Forms 10A/10B or their equivalent. in units. of milligrams per ltter_j-_ L
- o . (mg/Lyor micrograms per liter (jig/Ly. Field data will be collected and -
- recorded on standard groundwater monitoring forms; in accordance wrth the
‘Boeing Eleetrome DMP (Boeing EDMS, 2001}.

'''''''''''''''''''''''''''''' U The laboratory reports wrll'lje”submrtted electronically to the firm that will o
........... K . o prov[deprojectdammamgement | e
..................... 2 4 3 Qualtty ASS““lnCE/Quallty C()ntrol

--------- e One duplreate groundwater sample wrll be eolleeted for every 20 groundwater R
' - samiples-as a-check for sample homogeneity and laboratory accuracy 2
- samples in March and September, and 1 sample in December). Duplicates' -
~ will becollected, numbered, packaged, and sealed.in the same manner as'the .
. other samples. . Duplicates will be assigned separate sample numbers-and -
-~ subrhitted blind to the laboratory. - Duplicite samples will be analyzed for -
T VOCS; b'y_EPA Method'SZGOB-. ) SERERRPRRRRN
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- _ _One equrpment rinsate blank sample will be collected prior to initiation of:-
''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' . sampling activitics as 4 check for cross-contamination during sample L
e ~collection. Another rinseate sample will be collected each day throughout the:
- ~. . duration of the sampling event when sampling equipment is cleaned and re-
SRR -+ 'used in the field (an estimated & samples in-March, 5 samples in September,. =~
' " and 2 samples in December). Deionized water will be used to fill or rinse the -
sampling equipment after the equipment has been cleaned, then collected in -

- the sample containers. - The equipment rinsate blanks will be analyzed for
VOCs by EPA Method 8260B e SO
""" 2433 Field Blanks '_ -

' 'One field blank wrll be collected each day with laboratory supplred water to =
check for contamination by-sampling methodology (an estimated 6 samples in
-March, 5-samples in September, and .2 samples in Deeernber) The field
blanks wrll be analyzed for VOCs by EPA Method 8260B. .

..... 2434 DeeontarnrnanonWater__jjjj'
o One water sarnple wrll be”eolleeted each f1eld.d.ay frorn the water used for

_decontamrnatron_ of the sampling equipment {an e¢stimated 6 samples in Mareh,-" -
-5 samples. in September, and 2 samples in December).. The decontamination
water sarnple will be: analyzed for VOCs by EPA Method 8260B

groundwater sarnples ate collected and: shrpped to the laboratory (an estrmated_ S

B Sl | R 6 samples in March, 5 samples in September, and 2 samples in December).

- THe travel blatiks will be prepared in a-cleah environment ard kept in the
cooler used to ship samples. . The travel blank provides-a check for cross-

-~ contamination during transport -and W1ll be analyzed for VOCs by EPA--
.~ Method 8260B ......... . - S - -
2 4. 4 Data’ Valldatlon o S
" ----- : A subcontractor (Laboratory Data Consultants Ine [LDC]) will perform three levels e

- of data validation: Tier 1, Tier 2, and Tier 3 valrdatron The validation process will -
- follow the U.S:: Environmental Protection Agency (EPA) Contract Laboratory -
*Program National Functional Guidelines Tor-Organic Data Review (EPA, 1999 and
- '2002) Approximately 10% ‘of the laboratory data will be reviewed during ¢ach -
“onitoring évent to ensure that the data are of sufficient quality (3 samples: froin the
- March annual event l sample from the June quarterly event, and 2 samiples from the:

BOE-CG-001 0698
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.......... 40% will be-subjected to Tier 2 validation, and 5% will be subjected to Tier 3 .
validation. - - ' - L e L BRI o
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""""""""""""""""""""""""" 3. GROUND WATERMONITORINGREPORT o

.' T TR '-.' _ ._ Groundwater elevatron coritour maps for the B-Sand andthe C- Sand water bearrng R
........................................... ___unlts ) o R
L, Tablesandflguresthatdeprctgroundwateranalytrcalresults o ' R
"""""""""""""""""""""" L] - Groundwater samplrng forms and field notes documenting field aetlvrtres
""""""""""""""""""""""""" . Laboratory reports and chain of cusiody documentation; =

o .Approprrate descriptions of the sampling éveiit, test results -and drscussron and
- -conclusions regarding water quality and hydrogeologrc changes at the Site;

-------------------------------- n Discussion 6f changes in Site/well conditions that fhight affect future sarnplrng events;
-and : L
L] Recommendations for modrfrcatrons tothe: samplrng program 1f necessary

e R IR .'Groundwater elevation contour maps for the B- Sand and the C Sand water beanng
L S units; o S L _
mo Tables presentrng ‘the groundwater analytlcal results; . L

. Groundwater sampling forms and field notes documeénting freld actrvrtres and
oom o Laboratory reports and chain of custody documentation; -

e _Reports will be submitted to the LARWQCB approximately 60 days after the recerpt of
(- laboratory results from each sampling event. With the annual and semiannual rnonrtorlng
events occurting in March and September 2005, reports for these events will be provided to: .
the LARWQCB by 31 May and 30 November 2005. The results from the December 2005
o quarterly sampling will be included in the report for the March 2006 annual sampling: event.

R PR Ll 3__”The reports will consist of a hard copy of ‘text, tables; figures; :and. analytrcal data.. An
G R ‘electronic version of the report on. cornpact d1sc ‘will-also be provrded ‘with the hard copy
...... . . document ) T ) N

BOE-C6-0010700
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TABLE |

GROUNDWATER MONITORING WELL COMPLETION INFORMATION

BOEING REALTY CORPORATION, FORMER C-6 FACILITY

LOS ANGELES, CALIFORNIA

Page 1 of 1

Name Water Bearing Unit Easting’ Northing’ Top of(i:ns;:?zi!ivatlon Boring To(tfaelet) Depth Inten:::reen Depth (foet) Depth to T?za:tf)Fllter Pack Casing Diameter (inches) Casing Type Slot Size Dlgl;ltt:d
WCC-38 B-Sand 12608.52 13238.90 51.12 92 69-89 64 4 Sched 40 PVC 0.010-Inch 10/26/1987
WCC-4S B-Sand 12741.35 13075.30 49.62 92 70.5-90.5 65 4 Sched 40 PVC 0.010-Inch 10/27/1987
WCC-58 B-Sand 12963.90 12998.70 48.79 91 61-91 64 4 Sched 40 PVC 0.010-Inch 11/24/1987
WCC-6S B-Sand 12580.24 12953.10 51.30 91 60-90 54 4 Sched 40 PVC 0.010-Inch 9/22/1989
WCC-7S B-Sand 12730.37 12868.65 50.20 91 60-90 54 4 Sched 40 PVC 0.010-Inch 6/8/1989
WCC-9S B-Sand 12928.87 12627.94 57.40 [5] 92 60-90 55 4 Sched 40 PVC 0.010-Inch 9/21/1989
WCC-128 B-Sand 12749.26 12715.21 46.92 92 60-90 55 4 Sched 40 PVC 0.010-Inch 9/17/1990
DAC-P1 B-Sand 11194.86 12988.63 52.75 90 60-90 55 4 Sched 40 PVC 0.010-Inch 9/25/1989

TMW-4 B-Sand 12498.69 12334.70 48.79 84 58-78 56 2 Sched 40 PVC 0.010-Inch 6/30/1998
TMW-6 B-Sand 12552.93 11936.32 49.50 93 67-87 66 2 Sched 40 PVC 0.010-Inch 7/1/1998
TMW-7 B-Sand 12560.70 12701.25 52.52 91 65-85 63 2 Sched 40 PVC 0.010-Inch 6/29/1998
TMW-8 B-Sand 12571.93 12812.42 53.99 90 61-81 59 2 Sched 40 PVC 0.010-Inch 6/29/1998
TMW-10 B-Sand 12968.14 12170.61 47.48 85 60.5-80.5 58 2 Sched 40 PVC 0.010-Inch 1/28/1999
TMW-11 B-Sand 12968.08 11423.04 47 .41 83 58-78 55 2 Sched 40 PVC 0.010-Inch 2/1/1999
TMW-14 B-Sand 11797.06 11416.11 58.91 [5] 90 65-85 63 2 Sched 40 PVC 0.010-Inch 2/3/1999
TMW-15 B-Sand 11800.22 12165.10 55.23 92 62-87 60 2 Sched 40 PVC 0.010-Inch 2/4/1999
BL-3 B-Sand 11207.79 11961.46 56.48 79 59-79 56 2 Sched 40 PVC 0.010-Inch 2/8/1999
Montrose Wells
XMW-09 B-Sand 12654.36 11148.11 53.16 [5] - 66-81 - 4 - - 5/9/1989
XMW-19 B-Sand 12968.08 11757.92 46.53 - 63-79 - 4 - - 3/30/1990
Wells Installed in 2003
MWO0005 B-Sand 6470243 1769060 49.57 87 65-85 63 4 Sched 40 PVC 0.010-Inch 8/8/2003
CMWQ0001 C-Sand 6470711 1768180 54.37 [5] 124 99-124 97 4 Sched 40 PVC 0.010-Inch 8/15/2003
CMW0002 C-Sand 6470556 1767936 52.81[5] 124 99-124 97 4 Sched 40 PVC 0.010-Inch 9/5/2003
CMW026 C-Sand 6470290 1768600 48.94 117 92117 90 4 Sched 40 PVC 0.010-Inch 8/6/2003
Wells Installed in 2004
MWB012 B-Sand 6470065 1768993 52.43 5] 90.5 64.5-84.5 62 4 Sched 40 PVC 0.010-Inch 5/17/2004
MWB013 B-Sand 6469613 1769393 55.33 [5] 86.5 65-85 62 4 Sched 40 PVC 0.010-Inch 5/17/2004
MWB014 B-Sand 6470281 1768401 51.69 [5] 86.5 65-85 62 4 Sched 40 PVC 0.010-Inch 5/17/2004
MWB019 B-Sand 6469963 1768134 55.18 [5] 90.5 65-85 62 4 Sched 40 PVC 0.010-Inch 5/17/2004
MWCO015 C-Sand 6470239 1768805 51.51[5] 128 100-125 126.5 4 Sched 40 PVC 0.010-Inch 5/17/2004
MWCO016 C-Sand 6469997 1768713 52.61[5] 131 102.5-127.5 101 4 Sched 40 PVC 0.010-Inch 5/17/2004
MWCO017 C-Sand 6469979 1768134 55.186 [5] 128 100-125 99 4 Sched 40 PVC 0.010-Inch 5/17/2004
MWC021 C-Sand 6470724 1768929 54.53 [5] 126 97-122 95 4 Sched 40 PVC 0.010-Inch 5/17/2004
ell to be Installed in 2005 [6]

MWB006 B-Sand TBD TBD TBD ~85 ~65-85 ~83 4 Sched 40 PVC 0.010-Inch TBD

MWB007 B-Sand TBD TBD TBD ~85 ~65-85 ~83 4 Sched 40 PVC 0.010-Inch TBD

MWB009 B-Sand TBD TBD TBD ~85 ~65-85 ~83 4 Sched 40 PVC 0.010-Inch TBD

MWCO011 C-Sand TBD TBD TBD ~120 ~100-120 ~98 4 Sched 40 PVC 0.010-Inch TBD

MWB020 B-Sand TBD TBD TBD ~85 ~65-85 ~83 4 Sched 40 PVC 0.010-Inch TBD

MWC022 C-Sand TBD TBD TBD ~120 ~100-120 ~98 4 Sched 40 PVC 0.010-Inch TBD

MWB027 B-Sand TBD TBD TBD ~85 ~65-85 ~83 4 Sched 40 PVC 0.010-Inch TBD

MWB029 B-Sand TBD TBD TBD ~85 ~65-85 ~83 4 Sched 40 PVC 0.010-Inch TBD

1 Local coordinate system (feet) QA/QC: PRS

2 AMSL = Above Mean Sea Level - Wells were surveyed March 19, 2002 & September 13, 2002 by Tait & Associates.
3 Wells TMW-4 and TMW-6 were cut down during redevelopment activities. These wells were re-surveyed by Thienes Engineering, Inc. in October 2003.

4 Wells installed in 2004 were surveyed by Tait & Associates in May 2004.
5 Wells resurveyed by Tait in November 2004.

6 Groundwater monitoring wells planned to be installed by end of 2005, data are proposed values.

- = not available
TBD = to be deceided

G:\Projects\ENVIRONMENTAL\28882_C6ProjectMngmt\00212005 GW Monitoring Wkpln\Table 1 - Mon Well Data

Date: 11/22/04

22 November 2004
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TABLE Il

2005 GROUNDWATER MONITORING WORK PLAN - ANALYTICAL PROGRAM
BOEING REALTY CORPORATION, FORMER C-6 FACILITY

LOS ANGELES, CALIFORNIA

Page of 1 of 1

Annual Event Semiannual Event 4th Quarterly Event
Analytical Program Sambplin Analytical Program Samplin Analytical Program
. March 2005 piing September 2005 pling December 2005
Sampling Order Order
Water- Order (September (December
bearing (March 2005) | Water Level 2005) Water Level 2005) Water Level
Name Unit 11 Gauging |VOCs (8260B)| DO and ORP 2] Gauging |VOCs (8260B)| DO and ORP [3] Gauging |VOCs (8260B)| DO and ORP
Existing Groundwater Monitoring Wells
WCC-38 B-Sand 24 X X X X
WCC-48 B-Sand 19 X X X X
WCC-58 B-Sand 1 X X X X X X
WCC-68 B-Sand 18 x [6] X [6] x [6] X
WCC-78 B-Sand 14 X X X X
WCC-98 B-Sand 11 X X X X X X
WCC-128 B-Sand 15 X X X X
DAC-P1 B-Sand 23 X X X X
TMW-04 B-Sand X X
TMW-06 B-Sand 16 X X X X
TMW-07 B-Sand 27 x [6] x [6] x [6] X
TMW-08 B-Sand x [6] X
TMW-10 B-Sand 3 X X X X X X
TMW-11 B-Sand 6 X X X X X X
TMW-14 B-Sand 7 X X X X X X
TMW-15 B-Sand 8 X X X X X X
BL-03 B-Sand 22 X X X X
XMW-09 B-Sand 9 X X X X
XMW-19 B-Sand 4 X X X X
MWBO005 [4] B-Sand 29 X X X X
MWBO012 [4] B-Sand 20 X X X X
MWBO013 [4] B-Sand 2 X X X X X X
MWBO014 [4] B-Sand 10 X X X X
MWBO019 [4] B-Sand 12 X X X X X X
CMWO001 [4] C-Sand 17 X X X X X X
CMWO002 [4] C-Sand 21 X X X X X X
MWCO015 [4] C-Sand 28 X X X X
MWCO016 [4] C-Sand 25 X X X X
MWCO017 [4] C-Sand 13 X X X X X X
MWCO021 [4] C-Sand 5 X X X X X X
CMWO026 [4] C-Sand 26 X X X X
Groundwater Monitoring Wells to be Installed by September 2005
MWBO006 [5] B-Sand NA NA NA X X X X X X
MWBO007 B-Sand NA NA NA X X X X X X
MwWC009 C-8and NA NA NA X X X X X X
MWCO011 C-8and NA NA NA X X X X X X
MWB020 B-Sand NA NA NA X X X X X X
MwWC022 C-Sand NA NA NA X X X X X X
MWBO027 [5] B-Sand NA NA NA X X X X X X
MWBO028 [5] B-Sand NA NA NA X X X X X X
Quality Control Samples
Duplicates
(1 perp20 wells) X (est. 2) x (est. 1) X (est. 1)
Rl?f ?)t:r?i:\;)ks X (est. 6) X (est. 5) X (est. 2)
':(Iflse??;;)s X (est. 6) X (est. 5) X (est. 2)
D(icsgrvc\il:;?r X (est. 6) X (est. 5) X (est. 2)
TE?V;FE;‘)(S X (est. 6) X (est. 5) X (est. 2)
Notes:
est. = Quality control sample number estimated based on estimated number of sampling days.
DO = Dissolved Oxygen (Field Analysis)
ORP = Oxidation Reduction Potential (Field Analysis)
VOCs = Volatile organic compounds
8260B = EPA Method 8260B
[1] Sampling order for March 2005 will be based on results of March 2004 annual and September 2004 semi-annual events.
[2] Sampling order for September 2005 will be based on March 2005 results.
[3] Sampling order for December 2005 will be based on September 2005 results.
[4] Groundwater monitoring wells installed in 2004.
[6] Groundwater monitoring wells to be installed to replace TMW-01, TMW-02, and TMW-09 which were abandoned in October 2004 for Site redevelopment.
[6] Wells WCC-06S, TMW-07 and TMW-08 may be capped below grade for protection during redevelopment grading and construction. these wells should be re-exposed by the September 2005
semiannual event.
Haley & Aldrich, Inc
G:\Projects\ENVIRONMENTAL28882_C6ProjectMngmti00212005 GW Monitoring Wkpln\ November 2004

Table 2 - Analytical Program 112204
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